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Note on safety： 

Before first using the machine, please read this instruction manual 

carefully, for your own safety and for the safety of others. Keep  the 

manual in a safe place and pass it on to any subsequent owner to ensure 

that the information contained is available at any time. 

 

Safety symbols: 

This part includes safety indication when using the machine 

 

Symbols in manual: 

 

 
Warning symbols with information on damage and injury prevention. 

 

 
Instruction symbols (the instruction is explained at the place of the 

exclamation mark) with information on preventing damage. 

 

 
Help symbols with information on improving tool handling. 

 

 

 

Read through the instruction manual carefully. 

 

 

 

Wear glove for protection 

 

 

   Wear eye and ear protection. 

 
Don’t use the pruning shear in the rain or on wet hedge or branch. 

 

 

 

Machines are not to be placed with domestic waste. 
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Symbols on battery： 

 
Ni-MH or Li-on battery marked. Don’t dispose with domestic waste. 

 

 

 

Don’t dispose the battery in fire. If this happens, it  will explode. 
 

 

 

Don’t dispose the battery in water or dank environment. If this happens, it  will explode. 
 

 
 

Don’t dispose the battery in strong light or on  hot surfaces (Max temperature 60℃). 

 
The battery can be recharged and recycled. Failure batteries are not to be 

placed with domestic waste. 

 
 
 

Symbols on charger: 

 

   Warning 

   Read manual before using the machine 

  Only use indoors 

   Protection of temperature 

 

     Class II 

 
Electrical equipment cannot be disposed with domestic waste. 
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General safety instructions for power tools 

   Warning! Read all safety directions and instructions. 

Omissions in the compliance with safety directions and instructions can cause 

electrical shock, fire and/or severe injuries. 

 
Retain all safety directions and instructions for future use. 

The term “Power Tools” used in the safety instructions refers  to power tools (with 

power cord) and to battery-operated power tools (without power cord). 

 
1、Work area safety： 

1） Keep work area clean and well lit. Cluttered or dark areas invite accidents. 

2） Do not operate power tools in explosive atmospheres, such as in the presence 

of flammable liquids, gas or dust. Power tools create sparks which may ignite dust or 

fumes. 

3）Keep children and by standers away while operating a power tool. Distractions 

can cause you to lose control. 

 

2、Electrical： 

1）Power tool plugs must match the outlet. Never modify the plug in any way. Do 

not use any adapter plugs with earthed (grounded) power tools. Unmodified plugs and 

matching outlets will reduce risk of electric shock. 

2） Avoid body contact with earthed or grounded surfaces, such as pipes, radiators, 

ranges and refrigerators. There is an increased risk of electric shock if your body is 

earthed or grounded. 

3） Do not expose power tools to rain or wet conditions. Water entering a   power 

tool will increase the risk of electric shock. 

4） Do not abuse the cord. Never use the cord for carrying, pulling or unplugging 

the power tool. Keep cord away from heat, oil, sharp edges or moving parts. Damaged 

or entangled cords increase the risk of electric shock. 

5 ）   When operating a power tool outdoors, use an extension cord suitable for 

outdoor use. Use of a cord suitable for outdoor use reduces the risk of electric shock.  

6 ）   If operating a power tool in a damp location is unavoidable, use a residual 

current device (RCD) protected supply. Use of an RCD reduces the risk of electric 

shock. 

 
3、Notice when using the tools： 

1） Don’t overload the tool, select suitable toolwork to ensure  safety.  
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Efficiency. 

2） Don’t use the tool if the switch doesn’t work. Tools should be repaired if 

switch does not  work. 

3） Ensure power is disconnected before adjusting, repairing or storaging  the 

tool. This is to avoid injuries. 

4 ） Store  the tool out of reach of children. Don’t give the tool to a person that is 

not trained to use it.  

5）Always check tool and  moving parts. Any damaged part can  cause injuries.  

6） Keep blade sharp and clean.  

7） Read manual before using the tool.  Select suitable tool and  right accessories 

to  avoid injuries. 

 

4、Note on using cordless tool ： 

1 ） Ensure tools is switched off before inserting  the battery. Inserting the  battery 

and connecting the  tool when switched on will cause damage. 

2） The tool design only use original charger. Use other charger charging  battery 

cause damage. 

3 ） The tool is designed only for use with its original battery. Using  other 

batteries can cause damage to the tool.  

4）Store battery away from metal parts, like clips, coins, keys, nails, screws or 

other small metal parts. Short circuit battery will cause fire. 

If liquid leaks out and touches your body, flush with clean water. See a doctor  if 

liquid touches eyes. Liquid of battery will canker or burn. 

 
5、Repair： 

Have your power tool repaired by a qualified person using only identical  

replacement parts. This will ensure that the safety of the power tool is 

maintained. 

 
 
 

Special safety instruction 

1）Pruning shear special safety instruction 

a) Keep body at least 15cm away, don’t move cutting parts when blade is 

working. Carefully operating the equipment can avoid injuries. 

b) Move the tool when blade is not moving. Protect blade to reduce damage. 

2）Pther safety instructions 

 
Wear suitable work clothes such as boots with non-slip soles, sturdy 

long trousers, gloves and goggles. 
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Do not wear long flowing clothing or jewelry, as this may be caught by 

moving parts. 

 

 
Do not use this tool while walking barefoot or while wearing open 

sandals. 
 

a) Do not use the pruning shear in the rain. 

b) The appliance is designed for trimming hedges or branches. Do not use to cut 

twigs, hard wood or other objects. 

c) Do not attempt to dislodge  a blocked/trapped blade before  switching the    tool 

off. 

d) Before commencing with the trimming check the hedge or branch for hidden 

objects such as wire etc. 

e) When operating the appliance, always hold it well with both hands and at some 

distance away from your body. 

f) Do not use the tool in the vicinity of flammable liquids or gasses. Fire and 

explosion risk exist in the event of a short circuit. 

g) The blades have to be checked for wear in regular intervals and reshape ended. 

Blunt blades will overload the machine. Resulting damages are not covered by 

warranty. 

h) Do not attempt to repair the tool yourself, unless you are qualified to do so. All 

works, which are not described in this manual, may only be performed by our Service-

Centre 

 
3）Special safety instruction for battery tool 

a) Ensure switch  “off” position before inserting the battery. Equipment will 

damage if  battery is inserted when switched on. 

b) Charger designed for indoor use only. 

c) Disconnect power when cleaning the charger to avoid damages. 

d) Don’t leave battery in strong light. Don’t put battery on hot surfaces. It will 

explode. 

e) Wait for battery to be cold before charging. 

f) Don’t take part battery, avoid damage battery, its will cause injury. 

g) Don’t use non-recycle batteries. 

 

4）Use charger correctly 

a) Use charger only use on recycle batteries. If not, this can cause fire or 

explode. Use original charger for safety reasons. 

b) Always check charger, wire and plug before use. If damaged, please contact a 

professional to repair it. Don’t use damaged charger, or repair it yourself. 

c) Check voltage of charger before use. If not, this can cause injuries.
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d) Disconnect power before switch on/off tool with connect battery and 

equipment. 

e) Keep charger clean, away from rain. Don’t use the charger outdoors, on dirt 

or water. This can cause injuries. 

f) The charger is designed only for the original battery. Otherwise this  can 

cause damage or fire. 

g) Avoiding damages to the charger will reduce injuries. 

h) Don’t use charger on tinder surfaces (e.g. paper or drygoods ). 

i) Wire must be replaced by a professional. 

j) Batteries not fully charged when buying, must be  charged 3-5 hours before 

first using the tool. Connect the battery to the charger before switching power 

on. 

k) Cut off power after fully charging. 

l) Normal charging time is 3-3.5hours. Don’t charge battery longer, it will 

damage the battery. Make sure while charging that  just 1 LED light is on.  

This will ensure long life to the battery. 

 
5）Caution 

Keep use the tool carefully avoid risk as below: 

a) Sharp damage 

b) Noise will damage your ear without ear protection. 

c) Long time operating or irrational use the of the tool will damage your body. 

   Warning！ 

The equipment will bring electromagnetism; it may be damage some device in body. 

Suggest ask for doctor which it can do or not. 

   Warning! 

Don’t touch the blade when using the tool to avoid injuries. 

 

 
Purpose 

The device is designed for cutting hedges, bushes, branches; other not suitable work 

may damage the tool and injure yourself. 

The equipment is designed for adult use. Don’t use it in the rain or damp bushes. The 

vendor is not responsible for manual damages. 

 

Check blade is sharp before use, sharpen the blade before use. Blunt 

blades damage the tool warranty will not be guaranteed.
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Function description 

The tool is made of special class steel. Stronger blades, light design. Easy hand 

operating . The excellent design allows for a safe use, easy operation and efficiency . 

Blade cuts close to the branch, cuts softly and does not damage the plant. For any 

abnormal operations, just loose trigger and blade will open to maximum position to 

reduce damages. 

1 
3
 

7 
 

 

 

 

 

 

 

 

 

10 

8 9 

 

 

Parts： 1 

1．Moving blade 

2．Stable blade 

3．Adjustable cutting system 

4．Trigger loop protection  

5．Trigger 

6．Grip  

7．Connector 

8．Wire  

9．Battery  

10. Charger 
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Specification 
 

specification 

cordless pruning shear 

1 max cutting 30mm living plant 

20mm  dry plant 

2 rated voltage DC 36.0V 

3 rated power 300 W 

4 rated current 10.0 A 

5 current protection ≥40A 

6 class II 

7 weight 0.9 Kg 

lithium battery  

1 capacity 3.0 Ah 

2 voltage 36.0V 

3 running time 8.0 h 

4 weight 1.5kg 

Charger 

1 rated voltage 100-240V AC ,50-60Hz 

2 output voltage DC41.5V 

3 charging current 1.0A 

4 Class II Ⅱ 

5 charging time 3.0-3.5 h 

 

Parts: 2 

Open package carefully, inspect parts below: 

- cordless pruning shear 

- protection cover of  blade 

- battery 

- charger 

- wire connector 

 

Charging the battery 

 
Don’t’ expose battery to high temperatures or vibrations and avoid  liquid 

leakage. 

 
Always check battery is dry and clean before charging. 

 

·The first time you use the battery, it needs to be fully charged. 

·If the battery is not fully charged when you buy it,  you must charge it 3-5 hours 

before the first use. Recharge battery when only one LED light is showing. 

·Don’t charge battery for over 5hours.   

·Replace battery if battery’s  running time is not enough. 
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1. Charging temperature at  ＋10℃~＋22℃ indoors. 

2. Check switch is on the  “OFF” position before charging. 

3. Connect adaptor of charger with battery correctly. 

4. Always check specification match before charging. 

5. Red LED light indicates charging now;  green LED indicates fully charged.  

Average charging time about 3.0-3.5hours 

6. Pull out connector from power and battery after charging is finished. 

7. Please make sure you charge the battery at least once a month when the battery is 

not in use. 

 

Caution 

 
Must disconnect battery from tool before charging. 

 
Assemble 

Please check pruner, cable and battery are all clean and dry. Assemble as below: 

1. Take out the backpack from the case and wear it. 

2. Put battery into the backpack. 

3. Double check nobody is around you and keep yourself away from the pruner 

and connect the cable with battery tightly. 

4. Connect the cable to the pruner tightly. 

5. Fasten belt of the backpack 

6. Check closed position of the blade 

7. Grip handle tightly. 

8. Connect the cable from the left side; Please reverse the direction of the battery 

for left-handed 

9. Turn on the power switch, then drive the trigger 2 times continuously to open 

it. Now you can begin to work. 

 

Working environment 
 

1. Keep environment temperature at 0 ℃ ~ 45 ℃  when charging battery, keep 

-10℃ ~ +60℃ when battery is working. 

2. Keep tool at -5℃ ~ 30℃ temperature when working. 

 
Operation 

Please wear suitable clothing and gloves when operating this tool. Always 

check tools before use, ensure on/off switch and safe switch are all ok. The 

power should be put off when you loosen the trigger. Must stop using the  

tool if there is a switch failure. Always check that battery rated voltage 

matches pruning shear.  

 

Check frequency of blade before starting to work. Ensure good work  

condition at anytime. 
When switching off the machine, the blade will stop in a few seconds; 
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ensure blade stops before touching it, otherwise it will hurt you. 

1. For the output direction of the cable and the direction of holding the pruner, 

please  ensure  they are the same. You can connect the right side if you are 

right handed or the left side if you are left handed. 

2. Adjust your backpack and fasten your belt. 

3. Connect the cable to the  pruner  tightly 

4. Turn on the power switch. Then drive the trigger 2 times continuously, it will 

open to maximum opening size. Then you can press the trigger and begin to 

work. 

5. Don’t overload the cutting. This will protect the pruning shear and the battery 

won’t be damaged. Don’t cut over 28mm living plants or 20mm dry branches. 

6. Loose trigger when the blade has been jammed by the branch, The blade will 

resume maximum position. Caution: Don’t sway the pruner from the left  to 

the right in order not to damage the edge of the blade during the resume 

process of the blade. 

7. Changing the opening size of blade: We can adjust the opening size of the 

blade from big opening size to small opening size. Please see below: When the 

opening size of the blade maintains maximum position, press the trigger and maintain 

5 seconds. The blade will closed. When you loose the trigger and press the trigger 2 

times continuously, the opening size of the blade change into small opening size. If 

you want to change the small opening size into big size, the method is the same. You 

can adjust them again and again. 

8. When you stop working, please press the trigger and keep 5 seconds . The 

blade close. Then turn off the power switch and pull out the cable from the 

battery. 

 

Cutting artifice 
1．One hand operates the tool, the other should be away from the pruning shear 

and  working area. 

2．Blade will jam if cutting bigger branches. 

3．Don’t move the tool at the pruning shear cutting, it will keep you safety.  

4．Don’t use the device in the rain or in a humid environment. 

5． Store the device after use. Take off wire from battery and pruning shear, then 

switch power off before storing. 

 
Caution: please check battery capacity or blade sharpening when cutting is 

difficult or not smooth. 

 

 
Maintaining 

 
Use only original parts.  Keep the tool in good condition. 

 
Switch battery power off  if you need to check the pruning shear. 

 



- 11 - 
 

Please wear gloves before you check if the blade is sharp or not, in order to 

avoid the blade hurting you. Always check the pruning shear from time to 

time. Keep the pruning shear in a safe place. 

 

Cleaning 

Don’t flush the tool or put it in water. This will cause short circuit or damage the 

device. Keep ventilation, motor and handle clean. Always clean the device after each 

use. Don’t use cleanser flush device, it will rust parts. 

Clean the blade after every use and protect it with oil or spray. 

Open the front  cover  of  the  pruner  to  clean impurities ( follow the maintenance 

picture). 

 

Sharpening 

It is very important to maintain the  blade in good condition. 

The tool has an attached  accessory to sharpen the  blade. Always check the blade and 

ensure blade is in good condition before starting to work. 

 
Adjusting clearance of blade 

Always check and adjust the clearance of the blade to 0.1mm. This will make cutting 

easier. Open holder by screw, clockwise rotate screw, set clearance to 0.1mm. 

 

Storage 

- Don’t discard the battery in  a hot or cold environment. 

- Remove the battery from the device if storing for a  long time. 

- Store the battery and charger in a box to keep it away from hot ,dust and 

humidity. 

- Check the switch is on  off position before 

storing.  Battery should be stored in a dry environment, 

see below: 

Storage less than 1 month -20℃ ~ +60℃ 

Storage less than 6 months -10℃ ~ +35℃ 

Storage over 6 months 0℃ ~ +30℃ 

 

- To maintain the battery, please fully charge it  before storing.  Charge battery 

every month if storing for a long time. 

- Don’t operate switch when  stored. 

 

Indication of charger 
 

Lithium battery 
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LED indication voltage 

Green 34＜Vcc≤42 

Red Vcc≤34 

charger 

indication situation 

Red charging 

Green charging finish 

remark: voltage (V); 
 

Waste and environment protection 

 

Remove battery from equipment, recycle battery, tool, accessory and package to kind 

of waster. 

 

 
Don’t discard  electrical equipment with domestic waste. Please take the 

machine to an electrical waste center 

 

 
Don’t discard the  battery with domestic waste. Gas waste will damage the 

environment. 

 

 

Don't throw away the battery  if not need. Please send to the battery callback place. 

After pruning, put the battery in the right place. Don't put the battery together with 

domestic waste. 

Spare parts 
 

Manufacture can provide high quality spare parts. 

battery 

charger 

blade 

wire connector 

 
Warranty 

1. The tool provide 1 year warranty for electrical parts,3 month for machinery parts 

barring below item: 

Any normal wear and overload the tool 

Missing normal maintenance to damage the 

tool 
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 Abnormal use of the tool 

Damage in carrying , dropping or impact etc. 

Failure after amateurish take apart or repair. 

Nature disaster (fire, fire-flag, flood) or dispute 

reason. 

 Heavy impact 

Without warranty card 

Use of non-original battery or accessories. 

2. Caution: please replace parts  during  warranty period. 

 

Trouble shooting 
 

problem REASON  SOLUTION 

equipment does not start Low battery charge battery 

disconnected battery connect battery 

switched off switch on 

switch fail connect service repair 

run abnormal connection not good  
connect service repair switch fail 

blade super heat Dull blade  sharpen blade or replace it 

Damaged blade  sharpen blade or replace it 

Not enough lubrication 

enough, 

use grease on blade 

cutting surface bad Friction force added use grease on blade 

dirt on blade clean blade 

blade dull sharp blade or replace 

artifice not enough read instruction carefully 

battery empty charging battery 

Doesn’t charge, red LED 

flashing 

Battery not fully inserted 

in  charger 

re-insert the battery to 

charger  

charger not connect power Re-connect 

electrode dirt clean dirt 

battery failure replace battery 

charger failure replace charger 
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Structural diagram and details 
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CE declaration of conformity 
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Ausonia Nanutti Beltrame Spa 
Via Arba, 31 - 33085 Maniago (PN) Italy 

Tel. +39 0427 71251 (6 linee r.a.) 

Fax +39 0427 700316 

www.ausoniatools.com 

info@ausoniatools.com 

http://www.ausoniatools.com/

